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Specifications:
•	 SMP Male Connector
•	 4 Hole Flange
•	 Accepts 0.012 in by 0.075 in deep pin
•	 100% Non-Magnetic
•	 Material: Beryllium Copper
•	 Finish: Copper Flash, Gold Plate
•	 Non-Magnetic 0.012 pins available upon request

QMC-CRYOCON-MSMP

Made in the USA
Sales@QuantumMicrowave.com

All of our connectors are high quality, 100% non-magnetic and offered affordably.
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BeCu, ASTM B196,
UNS C17300

GOLD PLATE, MIL-DTL-45204,
TYPE 1, GRADE C, CLASS 1
COPPER PLATE PER AMS 2418

PTFE PER ASTM D1710
TYPE 1, GRADE 1, CLASS A

N/A
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BODIES AND CONTACT

INSULATOR
SMP, MALE 4 HOLE FLANGE
MOUNT, ACCEPTS Ø.012 PIN X .075 MIN
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PART NUMBER INTERFACE
MMSP-19502 SMOOTH BORE

MMSP-19503 LIMITED DETENT

MMSP-19504 FULL DETENT

PART NO.
MMSP-19502 THRU MMSP-19504

SMP MALE INTERFACE
(PER MIL-STD-348)
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